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FOLDING DOOR - FOR FACTORY ASSEMBLED JAMBS WITH APPLIED SILL 

 

READ SPECIFIC INSTALLATION INSTRUCTIONS COMPLETELY BEFORE STARTING ANY INSTALLATION   

Failure  to  install  and  maintain  our  product  according  to  these  instructions  will  VOID  any  warranty, 
 written  or  implied.  The  installer  is  responsible  for  consulting  the  contractor,  structural  engineer, 
 architect,  or  consumer,  for  proper  installation  according  to  local  codes  and/or  ordinances.   

WARNING  Every  assembly  and  installation  is  different  from  Parrett  Windows  &  Doors.  Parrett  strongly 
 recommends  consultation  with  a  Parrett  supplier  or  an  experienced  contractor,  architect,  or  structural  engineer 
 prior  to  the  assembly  and  installation  of  any  Parrett  product.  PARRETT  HAS  NO  RESPONSIBILITY  IN  REGARD 
 TO  th{¢πa!b¦C!/¢¦w95  ASSEMBLY  AND  INSTALLATION  OF  PARRETT  PRODUCTS.   

CAUTION  Factory  applied  exterior  Brickmould  and  casing  DO  NOT  take  the  place  of  standard  window  flashing. 
 Each  unit  must  be  properly  flashed  and  sealed  with  silicone  for  protection  against  water  and  air  infiltration.    

WARNING TO INSTALLER   

ω¦ǎƛƴƎ  ladders  and/or  scaffolding  and  working  at  elevated  levels  can  be  very  dangerous.  Follow 
 the  ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ  instructions  for  all  equipment  used  in  order  for  safe  operation.  Please  use 
 extreme  caution  when  working  around  window  or  door  openings. 
 Falling from opening may result in injury or death.   
ωLƳǇǊƻǇŜǊ  use  of  hand/power  tools  could  result  in  injury  and/or  product  damage. 
 Again, follow ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ instructions for safe operation of equipment. 
 ALWAYS WEAR SAFETY GLASSES.   
ω²ƛƴŘƻǿǎ  and  doors  can  be  very  heavy  and  improper  lifting  techniques  can  result  in  serious 
 injury.  Use  safe  lifting  techniques  and  a  reasonable  number  of  people  with  enough  strength  to 
 lift,  carry,  and  install  any  Parrett  window  and  door  products  to  avoid  injury  and/or  damage  to 
 any  product.   
 

ITEMS REQUIRED BY INSTALLER   

ω Safety Glasses   
ω¢ŀǇŜ Measure   
ω[ŜǾŜƭ   
ωIŀƳƳŜǊ   
ωtǳǘǘȅ YƴƛŦŜ   
ω/ŀǊǇŜƴǘŜǊΩǎ Square   
ω/ŀǳƭƪ Gun   
ωtƘƛƭƭƛǇǎ Screwdriver   
ωtƻǿŜǊ Drill   
ωоκмсέ Drill Bit   
ωCƻŀƳ Backer Rod   
ω¦± Resistant Exterior Sealant   
ω{ƘƛƳǎ 
ωфέ !ŘƘŜǎƛǾŜ .ŀŎƪŜŘ wǳōōŜǊ aŜƳōǊŀƴŜ 
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1.  Jamb Preparation 

ωwŜƳƻǾŜ ŀƴȅ ŘƛŀƎƻƴŀƭ ōǊŀŎƛƴƎ ƻǊ ƻǘƘŜǊ ǇŀŎƪŀƎƛƴƎ ŦǊƻƳ ǳƴƛǘ ŜȄǘŜǊƛƻǊ ƻƴƭȅΦ tƭŀŎŜ  unit  exterior  side 
 down  on  a  clean  flat  work  surface. 
ωwŜƳƻǾŜ all remaining bracing and packing from unit making sure to not damage the unit.     
ωwŜƳƻǾŜ any loose items.  Extension jamb will be factory applied unless ordered loose. 
ωLŘŜƴǘƛŦȅƛƴƎ the exterior of the jamb can vary depending on your configuration. Standard units will have 
a sloping edge on only one side of the sill. This side is your exterior. On designs without the sloping sill 
other identifiers should be used such as; exterior color/ finish, operation direction/ configuration, metal 
cladding, or wood species when species differs from interior to exterior. 

ωInstall clips on side jambs. Proceed as follows: 
ω!ǇǇƭȅ ǘƘŜ ŎƭƛǇǎ ǿƛǘƘ ǘƘŜ ǎƘƻǊǘ ƭŜƎ ǘƻǿŀǊŘǎ ǘƘŜ ŎŜƴǘŜǊ ƻŦ ǘƘŜ ƧŀƳō ŀƴŘ protruding towards it. 
!ǇǇǊƻȄƛƳŀǘŜƭȅ о ѹέ ƻŦ ǘƘŜ Ŧƭŀǘ ŜƴŘ ƻŦ ǘƘŜ ŎƭƛǇ ǎƘƻǳƭŘ ōŜ ǎǘƛŎƪƛƴƎ ƻǳǘ ŦǊƻƳ ǘƘŜ ŜȄǘŜǊƛƻǊ ƻŦ ǘƘŜ 
jamb. CŀǎǘŜƴ ǳǎƛƴƎ ŀ Імл Ȅ мέ Ǉŀƴ ƘŜŀŘ ǎŎǊŜǿΦ ²ƘŜƴ ƛƴǎǘŀƭƭŜŘ ǇǊƻǇŜǊƭȅ ǘƘŜ ŜƴŘ ǿƛǘƘ ǘƘŜ ǎƳŀƭƭ 
leg will be slightly bent to stop the clip from spinning. 
ω{ǇŀŎŜ ǘƘŜǎŜ ŎƭƛǇǎ мнέ ƻƴ ŎŜƴǘŜǊ ŀƭƻƴƎ ǘƘŜ ǎƛŘŜ ŀƴŘ ŀ ƳŀȄƛƳǳƳ ƻŦ пέ ŦǊƻƳ ǘƘŜ ǘƻǇ ŀƴŘ ǘƘŜ 
bottom.  
ω/ƭƛǇǎ ǎƘƻǳƭŘ ōŜ ƛƴǎǘŀƭƭŜŘ ƻƴ ōƻǘƘ ǘƘŜ ƭŜŦǘ ŀƴŘ ǊƛƎƘǘ ǎƛŘŜ ƧŀƳōΦ 
 

UNITS WITHOUT FACTORY WEEP HOLES 
A drainage system must be used with the bottom channels to allow water entering the channel to flow 
out. We recommend two methods of accomplishing this; 

ωOPTION 1- 5Ǌƛƭƭ ǎŜǾŜǊŀƭ рκмсέ ƘƻƭŜǎ ƛƴ ǘƘŜ ŦǊƻƴǘ ƻŦ ǘƘŜ ǎƛƭƭ ŀƴƎƭŜŘ ǎƭƛƎƘǘƭȅ ǳǇǿŀǊŘ ƛƴ ǎǳŎƘ ŀ ǿŀȅ 
that the holes enter the channel near the bottom. The walls of the holes must be sealed with 
either a liquid sealant or the insertion of a stainless steel, aluminum, or plastic tube. 

 
 
ωOPTION 2- 5Ǌƛƭƭ ƭŀǊƎŜ м рκуέ ƘƻƭŜ ǘƘǊƻǳƎƘ ǘƘŜ ǎƛŘŜ ƧŀƳō ƛƴǘƻ ŜŀŎƘ ŜƴŘ ƻŦ ǘƘŜ ŎƘŀƴƴŜƭ ƛƴ ŀ 
slightly downward angle. Insert flexible tubing into the hole and between the jamb and side 
studs with the end of the tubing protruding out the exterior wall. Seal around the ends to 
prevent water infiltration. 
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2.  Panel Storage 

ω5ǳŜ ǘƻ ǘƘŜ ƴŀǘǳǊŜ ŀƴŘ ǎƛȊŜ ƻŦ many of these units, panels are often shipped separately from the frame. 
Panels must be stored laying fully supported on a clean surface, or standing completely vertical. 

 
WARNING- DO NOT store panels in a standing/ leaning position, or laying flat on saw bucks or blocks of 
any fashion. Improper storage can diminish the performance and life of the units.  
 
ωtŀƴŜƭǎ ǎǳǇǇƭƛŜŘ ǳƴŦƛƴƛǎƘŜŘ ǎƘƻǳƭŘ ƘŀǾŜ ǘƘŜ ŦƛƴƛǎƘ ŀǇǇƭƛŜŘ ŀǎ ǎƻƻƴ ŀǎ ǇƻǎǎƛōƭŜΣ ŀƴŘ ǿƛǘƘƛƴ нп ƘƻǳǊǎ ƻŦ 
installation into jamb frame. 
ωtŀƴŜƭǎ ǎƘƻǳƭŘ ōŜ ǇƭŀŎŜŘ in an area completely protected from the elements or other damage until 
needed. 
ωDO NOT install hardware or handles on panels at this point. Damage can occur to these parts during 
installation or storage. 
ωDO NOT actuate the hardware mechanisms. The hardware is shipped in the correct position for 
installation from the factory. Actuating the hardware prior to install can lead to improper installation 
and hardware damage. 
 
 

3.  Opening Preparation 

ωThe head, sill, and side rough framing should be at least as wide as the supplied jamb frame. 
ω! ǇǊƻǇŜǊ ǊƻǳƎƘ ƻǇŜƴƛƴƎ ǎƘƻǳƭŘ ǇǊƻǾƛŘŜ ѹέ ƻŦ ǳƴƻōǎǘǊǳŎǘŜŘ ŎƭŜŀǊŀƴŎŜ ƻƴ ōƻǘƘ ǎƛŘŜǎ ŀƴŘ ǘƻǇ ƻŦ ǘƘŜ ǳƴƛǘΦ 
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ωThe head track of a folding unit is the most critical part of the system. This track supports ALL of the 
weight of the panels. Contact your architect or structural engineer to verify the header framing will 
ǎǳǇǇƻǊǘ ǘƘŜ ǿŜƛƎƘǘ ƻŦ ǘƘŜ ǳƴƛǘ ǿƛǘƘ bh ahw9 ¢I!b мκуέ 59C[9/¢Lhb ŀǘ ŀƴȅ Ǉƻƛƴǘ ŀƭƻƴƎ ǘƘŜ ǘǊŀŎƪΦ 
ωInstallation of this unit requires the head to be secured to a fully supported surface. Plywood or other 
sturdy filler material may be needed to be applied to header to fill the gap. Incrementally spaced shims 
are not an acceptable means of filling space between the head jamb and header of opening. Be sure to 
seal between layers and at seams when installing shim board. 
ωThe sill of these units does not support the weight of the panels, but serves as a guide to keep panels in 
proper alignment. Great care should be taken to make sure the subfloor or masonry opening is 
completely smooth, flat, and level. The removal or addition of material or shimming may be required to 
obtain the proper surface for installation. 
 

4.  Jamb Installation 

WARNING- UV resistant exterior sealant must be used and be compatible with all materials it comes in 
ŎƻƴǘŀŎǘ ǿƛǘƘΦ Cƻƭƭƻǿ ǎŜŀƭŀƴǘ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ǊŜƎŀǊŘƛƴƎ ǎǳǊŦŀŎŜ ŎƭŜŀƴƛƴƎΣ ǇǊŜǇŀǊŀǘƛƻƴΣ 
application, and temperature requirements when applying sealant. Failure to do so may result in water 
infiltration, property or product damage. 
 
Metal fasteners and other hardware components may corrode when exposed to preservative treaded or 
fire retardant lumber. Failure to use appropriate materials for installation may cause component failure 
resulting in injury, property or product damage. 
 
DO NOT install wood products directly in contact with masonry or concrete openings. Apply a proper 
finish or barrier (i.e. tar paper or ice/ water membrane) between all wood and masonry/ concrete 
surfaces. Failure to do so may result in water infiltration, property or product damage. 
 
 
HEAD AND SILL 
ω¢ƘŜ ƘŜŀŘ ǘǊŀŎƪ ƻŦ ŀ ŦƻƭŘƛƴƎ ǳƴƛǘ ƛǎ ǘƘŜ Ƴƻǎǘ ŎǊƛǘƛŎŀƭ ǇŀǊǘ ƻŦ ǘƘŜ ǎȅǎǘŜƳΦ ¢Ƙƛǎ ǘǊŀŎƪ ǎǳǇǇƻǊǘǎ ALL of the 
weight of the panels. Contact your architect or structural engineer to verify the header framing will 
ǎǳǇǇƻǊǘ ǘƘŜ ǿŜƛƎƘǘ ƻŦ ǘƘŜ ǳƴƛǘ ǿƛǘƘ bh ahw9 ¢I!b мκуέ 59C[9/¢Lhb ŀǘ ŀƴȅ Ǉƻƛƴǘ ŀƭƻƴƎ ǘƘŜ ǘǊŀŎƪΦ 
ω¦ǎŜ ŀ ƭŜǾŜƭ ŀƴŘ ǎǘǊƛƴƎ ƭƛƴŜ ǘƻ ŎƘŜŎƪ ǘƘŜ ƭŜǾŜƭ ŀƴŘ straightness of the head jamb. DO NOT allow for any 
ŘŜŦƭŜŎǘƛƻƴ ƎǊŜŀǘŜǊ ǘƘŀƴ мκуέ ƛƴ ŀƴȅ ŘƛǊŜŎǘƛƻƴΤ ŦƻǊǿŀǊŘΣ ōŀŎƪΣ ǳǇΣ ƻǊ ŘƻǿƴΦ 5ŜŦƭŜŎǘƛƻƴ ƎǊŜŀǘŜǊ ǘƘŀƴ мκуέ 
will result in poor operation of the unit. 
ω!ǇǇƭȅ о ƘŜŀǾȅ ōŜŀŘǎ ƻŦ Ŏŀǳƭƪ όмκнέ ƛǎ ǎǳŦŦƛŎƛŜƴǘύ ŀƭƻƴƎ the length of the top of the jamb. With one bead 
near the interior edge, one bead on the exterior edge, and one bead down the center. 
ω !ǘ ǘƘŜ ŜƴŘǎ ƻŦ ǘƘŜ jamb, apply a patch of caulk the entire depth of the jamb at least 2 inches wide. 
ω!ǇǇƭȅ ǘƘŜ ŀŘƘŜǎƛǾŜ ōŀŎƪŜŘ ǊǳōōŜǊ ƳŜƳōǊŀƴŜ ǘƻ ǘƘŜ ǎƛƭƭ ƻǇŜƴƛƴƎ ŀƭƭƻǿƛƴƎ ŀǇǇǊƻȄƛƳŀǘŜƭȅ пέ ǘƻ ǿǊŀǇ 
around and down onto the exterior sheeting to prevent water infiltration. The rubber membrane should 
also ŜȄǘŜƴŘ ŀǇǇǊƻȄƛƳŀǘŜƭȅ пέ ǳǇ ǘƘŜ ǎƛŘŜ ƻŦ ǘƘŜ ƻǇŜƴƛƴƎ ŀƴŘ ǿǊŀǇ ǘƻ ǘƘŜ ŜȄǘŜrior just as the bottom. 
*If a Sill Pan is desired, one can be fabricated from sheet metal and installed as necessary. 
ωLift jamb into opening. Center the unit in opening side to side. Secure temporarily with clamps to 
prevent from falling out of opening. 
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ωSecure the head track to the top of the opening with the supplied fasteners or other fasteners suitable 
for your particular installation. 

           

 

ωSpace fasteners as depicted below as a minimum guide. Fasteners may be placed more frequently as 
needed. It is critical to space fasteners closer together and more frequently near the side of the jamb to 
support the weight when panels are in the open position. 
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ω5ƻǳōƭŜ ŎƘŜŎƪ head track level and straightness. A string line can be used to verify. 
ωCheck the unit for square and plumb. The square can be checked by measuring from the lower left 
jamb corner to the upper right then measuring from the upper left corner to the lower right. When 
ŎƻƳǇŀǊŜŘ ǘƘŜǎŜ ƳŜŀǎǳǊŜƳŜƴǘǎ ǎƘƻǳƭŘ ǾŀǊȅ ōȅ ƴƻ ƳƻǊŜ ǘƘŀƴ мκуέΦ Adjustment can be made by moving 
the jamb bottom either left or right. 

 
 
ωTack or clamp this position only temporarily at this time. 
ωUse a plumb line to correctly position the sill front to back in the opening. The center of the sill channel 
should be poǎƛǘƛƻƴŜŘ ноκонέ ƛƴǿŀǊŘ ƻŦ ǘƘŜ ŎŜƴǘŜǊ ƻŦ ǘƘŜ ǘƻǇ ǘǊŀŎƪΦ 
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ωIn most installations, because the head is tightly secured to the top of the opening, a gap will exist 
between the jamb sill and the bottom of the opening.  A fully supporting shim plank must be installed to 
properly shim and support the jamb sill. DO NOT use standard shims spaced apart along the bottom. 
Make sure to calk between shim plank, opening, and jamb to prevent water penetration. The shim plank 
Ŏŀƴ ōŜ ƭŜŦǘ ѹέ ƴŀǊǊƻǿŜǊ ƻŦ ǘƘŜ ƧŀƳō ǿƛŘǘƘ ǘƻ ƭŜŀǾŜ ŀ ǾƻƛŘ ŦƻǊ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ƻŦ ǘƘŜ Ŧƛƴŀƭ ǇŜǊƛƳŜǘŜǊ 
sealant. 

 
ω5ƻǳōƭŜ ŎƘŜŎƪ sill channel level and straightness. A string line can be used to verify. 
ωSpace fasteners as depicted below through the center of the bottom channel. Be sure to use a UV 
resistant exterior sealant to seal the holes of all screws placed in the channel. Fastener spacing from 
ends of jamb is needed regardless of operation direction for strength when unit is open. 

 
WARNING- DO NOT fasten the jamb through any factory applied finish that will have contact with the 
elements. Installing fasteners through a factory finish will VOID any warranty written or implied on the 
finish and life of the unit. 
 
SIDE JAMB 
ω{ǘŀǊǘƛƴƎ ƻƴ ƻƴŜ ǎƛŘŜΣ ǇƭǳƳō ŀƴŘ ǎƘƛƳ ǘƘŜ ǎƛŘŜ ƧŀƳōΦ tƭǳƳō ǎƘƻǳƭŘ ōŜ ŎƘŜŎƪŜŘ ōƻǘƘ ǎƛŘŜ ǘƻ ǎƛŘŜ ŀƴŘ 
front to back on the side jamb. 
ωtƭŀŎŜ shims above or below positions where the installation clips extend out.  
ωhƴŎŜ ǘƘŜ ŜƴǘƛǊŜ ǎƛŘŜ ƛǎ ǇƭǳƳōΣ .ŜƴŘ ǘƘŜ ǎǘǊŀƛƎƘǘ ŎƭƛǇǎ ǘƻ ƭŀȅ Ŧƭŀǘ ƻƴ ǘƘŜ ŜȄǘŜǊƛƻǊ ŦǊŀƳƛƴƎ ƻǊ ƳŀǎƻƴǊȅΦ 
Fasten using a minimum of a #10 x 1 screw. 
ωRepeat on opposite side. 
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WARNING- DO NOT fasten the jamb through any factory applied finish that will have contact with the 
elements. Installing fasteners through a factory finish will VOID any warranty written or implied on the 
finish and life of the unit. 
 
SEALING- SIDES AND HEAD 
ωSeal the voids between the jamb and opening on the sides by inserting backer rod or other insulation. 
DO NOT use expanding foam. 
ωhƴ ǘƘŜ ŜȄǘŜǊƛƻǊ ǎƛŘŜΣ ŎƻǾŜǊ ǘƘŜ ǾƻƛŘ ŀƎŀƛƴǎǘ ǘƘŜ ōŀŎƪŜǊ ǿƛǘƘ ǎƛƭƛŎƻƴe to seal the jamb to the opening. 
Also caulk the shim void on the sill and the seams at the head. 
 
 

5.  Panel Installation 

ωPanels will arrive numbered from the factory to assist in proper installation. Numbering order should 
be interoperated from the interior starting on the left side. Most hardware will be factory applied. The 
Roller carriers will already be installed into the top track and mounting hole locations for carriers will be 
predrilled on the panels. 
 
 

 
 
 
 
ωLŘŜƴǘƛŦȅ ǘƘŜ ƛƴǘŜǊƛƻǊ ŦǊƻƳ ǘƘŜ ŜȄǘŜǊƛƻǊ ƻŦ ǘƘŜ ǇŀƴŜƭǎΦ hƴ ǎǘŀƴŘŀǊŘ ǇŀƴŜƭǎ ǘƘƛǎ Ŏŀƴ ōŜ ƛŘŜƴǘƛŦƛŜŘ ōȅ 
locating the glass or panel stops. The stop on the exterior side of the panel will NOT be a separate part 
from the styles and rails of the panel. The interior stop will be a separate part. On custom configurations 
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other means of identification may be necessary such as; exterior color/ finish, operation direction/ 
configuration, metal cladding, or wood species when species differs from interior to exterior. 

 
ωBe sure when installing panels that exterior is oriented properly to avoid backward installation. 
ωThe first panel to be installed will not necessarily be panel number 1. Locate the roller carrier in either 
end of the track that is fixed and will not slide.  This will be your starting side.  

ωIf a fixed roller carrier is on both ends of the rack, begin with panel 1 on the left.  
ωIf the fixed roller is on the left end, begin with panel 1 on the left.  
ωIf the fixed roller carrier is on the right end. Begin with the last numbered panel in your series 
on the right. 

ωRemove the pivot block from the bottom channel by removing the small vertical screw. Set these aside, 
being sure not to misplace hardware. 

 
ωOn some assemblies the hinge plate on the panel may need to be removed and assembled into the 
jamb as follows. 
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ωPlace support blocking near opening level with the top of the sill. 
ωDouble check that any 
center positioned hinges are 
installed on the pivot shafts 
on the side jamb. These 
hinges are reversible for left 
or right sides. Be sure to 
match the bend direction to 
the carrier plate on the top. 
ωWith the panel 
perpendicular to the jamb 
opening, place the roller on 
the bottom of the starting 
panel into the bottom 
channel near the pivot block 
mount. The pivot block may 
need to be placed onto the 
roller before inserting into 
the track on some 
assemblies. Do not fully 
assemble pivot block at this 
point. 
ωAlign the top carrier holes with the predrilled holes in the side of the panel. Make sure when the panel 
swings the exterior will be oriented correctly. Secure with supplied fasteners. 
ωFasten the center hinge plates with the supplied fasteners and assemble the pivot block as needed. 
ωClose the panel to align parallel with the track. 
ωCheck to make sure the panel is straight, level, and evenly spaced in the opening. Place a level on the 
edge of the panel to check the level. The bottom gap between the panel and the sill should be 
consistent across the bottom. The gap at the bottom of the panel and at the top should be of equal 
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distance. The hardware is allows for complete adjustment, but panels have been factory pre-fit and 
adjusted. If major adjustments seem evident, double check for proper installation to this point. 

 
ωOpen the panel back to the perpendicular position. The interior side of the panel should be facing 
towards the jamb opening. 
ωLocate the next panel in the number sequence. 
ωInsert the rollers of the panel into the channel. The interior of this panel should be facing the interior of 
the last panel. 
ωRotate the top into the opening until the hardware on the opposite side of the panel aligns with the 
predrilled holes. 
NOTE- Some configurations may be easier to install by modifying the last two steps. First remove the 
bottom roller from the panel and place it into the bottom channel. Fasten the top carrier to the panel, 
and then finish by re-fastening the bottom roller to the panel. 
ωPlace proper support blocking under the panel to aid in installing hardware. 
ωThere should be a minimum of 3 hinge points to fasten. Make sure all pull handles are to the interior if 
applicable. 
ωSlide the next available roller carrier in the upper track over and fasten at the top of the other end of 
the panel through the predrilled holes. 
ωFasten any center hinges at this time. 
ωAt this point the panels should slide to the side and operate smoothly to align with the track. To open, 
push near the meeting of the two panels. 
ωMake any necessary adjustments and put the panels back to the perpendicular/ open position. 
ωThe next panel in the sequence will be installed with the exterior surfaces of the panels facing towards 
each other. This installation pattern will alternate until all of the panels are installed. 
ωPlace the bottom rollers into the bottom channel. 
ωFasten the top and center carriers through the predrilled holes. 
ωContinue installing the panels in this manner until all panels are installed or you reach an end carrier. 
An end carrier can be identified as a carrier that only possesses a single mounting plate. It is not like a 
hinge carrier with a means to attach another panel. If you reach an end carrier and still have panels left, 



 
 

INSTALLATION GUIDE 

 

Parrett Manufacturing, Inc. | 810 Second Ave. East | P.O. Box 440 | Dorchester, WI 54425| (800)541-9527 | www.parrettwindows.com [12] 

this means you need to start installing panels from the other side of the jamb until you no longer have 
panels left. The first panel on the other jamb side will be the last numbered panel in the sequence. 
Continuing panels will count down in order working to the right. 

 
ωUpon installation of all panels make any final adjustments to ensure proper performance. The heights 
of the panels should be adjusted to be even across the entire configuration. This can be accomplished by 
using a screwdriver to turn the adjuster at each top carrier. The metal locking lever must be pulled and 
held down to turn the adjuster if the plastic installation clips are removed.  
 

 
 


