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LIFT AND SLIDE DOOR - FOR FACTORY ASSEMBLED JAMBS WITH APPLIED SILL 

 

READ SPECIFIC INSTALLATION INSTRUCTIONS COMPLETELY BEFORE STARTING ANY INSTALLATION   

Failure  to  install  and  maintain  our  product  according  to  these  instructions  will  VOID  any  warranty, 
 written  or  implied.  The  installer  is  responsible  for  consulting  the  contractor,  structural  engineer, 
 architect,  or  consumer,  for  proper  installation  according  to  local  codes  and/or  ordinances.   

WARNING  Every  assembly  and  installation  is  different  from  Parrett  Windows  &  Doors.  Parrett  strongly 
 recommends  consultation  with  a  Parrett  supplier  or  an  experienced  contractor,  architect,  or  structural  engineer 
 prior  to  the  assembly  and  installation  of  any  Parrett  product.  PARRETT  HAS  NO  RESPONSIBILITY  IN  REGARD 
 TO  POST‐MANUFACTURED  ASSEMBLY  AND  INSTALLATION  OF  PARRETT  PRODUCTS.   

CAUTION  Factory  applied  exterior  Brickmould  and  casing  DO  NOT  take  the  place  of  standard  window  flashing. 
 Each  unit  must  be  properly  flashed  and  sealed  with  silicone  for  protection  against  water  and  air  infiltration.    

WARNING TO INSTALLER   

ω¦ǎƛƴg  ladders  and/or  scaffolding  and  working  at  elevated  levels  can  be  very  dangerous.  Follow 
 the  ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ  instructions  for  all  equipment  used  in  order  for  safe  operation.  Please  use 
 extreme  caution  when  working  around  window  or  door  openings. 
 Falling from opening may result in injury or death.   
ωLƳǇǊƻǇŜǊ  use  of  hand/power  tools  could  result  in  injury  and/or  product  damage. 
 Again, follow ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ instructions for safe operation of equipment. 
 ALWAYS WEAR SAFETY GLASSES.   
ω²ƛƴŘƻǿǎ  and  doors  can  be  very  heavy  and  improper  lifting  techniques  can  result  in  serious 
 injury.  Use  safe  lifting  techniques  and  a  reasonable  number  of  people  with  enough  strength  to 
 lift,  carry,  and  install  any  Parrett  window  and  door  products  to  avoid  injury  and/or  damage  to 
 any  product.   
 

ITEMS REQUIRED BY INSTALLER   

ω Safety Glasses   
ω¢ŀǇŜ Measure   
ω[ŜǾŜƭ   
ωIŀƳƳŜǊ   
ωtǳǘǘȅ YƴƛŦŜ   
ω/ŀǊǇŜƴǘŜǊΩǎ Square   
ω/ŀǳƭƪ Gun   
ωtƘƛƭƭƛǇǎ Screwdriver   
ωtƻǿŜǊ Drill   
ωоκмсέ Drill Bit   
ωCƻŀƳ Backer Rod   
ω¦± Resistant Exterior Sealant   
ωShims 
ωфέ !ŘƘŜǎƛǾŜ .ŀŎƪŜŘ wǳōōŜǊ aŜƳōǊŀƴŜ 
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1.  Jamb Preparation 

ωwŜƳƻǾŜ ŀƴȅ ŘƛŀƎƻƴŀƭ ōǊŀŎƛƴƎ ƻǊ ƻǘƘŜǊ ǇŀŎƪŀƎƛƴƎ ŦǊƻƳ ǳƴƛǘ ŜȄǘŜǊƛƻǊ ƻƴƭȅΦ tƭŀŎŜ  unit  exterior  side 
 down  on  a  clean  flat  work  surface. 
ωwŜƳƻǾŜ all remaining bracing and packing from unit making sure to not damage the unit.     
ωwŜƳƻǾŜ any loose items.  Extension jamb will be factory applied unless ordered loose. 
ωLŘŜƴǘƛŦȅƛƴƎ ǘƘŜ ŜȄǘŜǊƛƻǊ ƻŦ ǘƘŜ ƧŀƳō Ŏŀƴ ǾŀǊȅ ŘŜǇŜƴŘƛƴƎ ƻƴ ȅƻǳǊ ŎƻƴŦƛƎǳǊŀǘƛƻƴΦ Standard units will have 
a sloping edge on only one side of the sill. This side is your exterior. On designs without the sloping sill 
other identifiers should be used such as; exterior color/ finish, operation direction/ configuration, metal 
cladding, or wood species when species differs from interior to exterior. 

ωInstall clips on side jambs. Proceed as follows: 
ω¢ǿƻ ǘȅǇŜǎ ƻŦ ŎƭƛǇǎ ŀǊŜ ǇǊƻǾƛŘŜŘΦ ¢ƘŜ ŎƭƛǇǎ Ŏŀƴ ōŜ ŘƛŦŦŜǊŜƴǘƛŀǘŜŘ by one having a longer leg. 
ω!ǇǇƭȅ ǘƘŜ ŎƭƛǇǎ ǿƛǘƘ ǘƘŜ ƭƻƴƎŜǊ ƭŜƎ ƻƴ ǘƘŜ ǎƛŘŜ ƧŀƳōΦ ¢ƘŜ ŎƭƛǇǎ ŀǊŜ ƻǊƛŜƴǘŜŘ ǿƛǘƘ ǘƘŜ ƭƻƴƎ ǎǘǊŀǇ 
end against the jamb and the leg protruding away from the jamb. The leg should be flush to the 
exterior of the jamb. Position these equally spaced along the side jamb, and a maximum of 8έ 
from the top and bottom. These clips are not the main means of installation fastening. They are 
provided as an aid in the installation. 
ωCŀǎǘŜƴ ǘƘŜ ŎƭƛǇǎ ǳǎƛƴƎ ǘƘǊŜŜ Імл Ȅ мέ Ǉŀƴ ƘŜŀŘ ǎŎǊŜǿǎΦ 
ω!ǇǇƭy the clips with the 
short leg on the same side 
of the jamb as the clips 
with the long leg. These 
clips are oriented with the 
short leg towards the 
center of the jamb and 
protruding towards it. 
!ǇǇǊƻȄƛƳŀǘŜƭȅ о ѹέ ƻŦ ǘƘŜ 
flat end of the clip should 
be sticking out from the 
exterior of the jamb. Fasten 
ǳǎƛƴƎ ŀ Імл Ȅ мέ Ǉŀƴ ƘŜŀŘ 
screw. When installed 
properly the end with the 
small leg will be slightly 
bent to stop the clip from 
spinning. 
ω{ǇŀŎŜ ǘƘŜǎŜ ŎƭƛǇǎ мнέ ƻƴ 
center along the side and a 
ƳŀȄƛƳǳƳ ƻŦ пέ ŦǊƻƳ the 
top and the bottom.  
ωwŜǇŜŀǘ ǘƘŜǎŜ ǎǘŜǇǎ ǘƻ ƛƴǎǘŀƭƭ ŎƭƛǇǎ ǘƘŀǘ ŜȄǘŜƴŘ ǘƻ ǘƘŜ ƛƴǘŜǊƛƻǊ ǎƛŘŜ ƻŦ ǘƘŜ ƧŀƳō ŀǎ ǿŜƭƭΦ 
ω/ƭƛǇǎ ǎƘƻǳƭŘ ōŜ ƛƴǎǘŀƭƭŜŘ ƻƴ ōƻǘƘ ǘƘŜ ƭŜŦǘ ŀƴŘ ǊƛƎƘǘ ǎƛŘŜ ƧŀƳōΦ 
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2.  Panel Storage 

ω5ǳŜ ǘƻ ǘƘŜ ƴŀǘǳǊŜ ŀƴŘ ǎƛȊŜ ƻŦ many of these units, panels are often shipped separately from the frame. 
Panels must be stored laying fully supported on a clean surface, or standing completely vertical. 

 
WARNING- DO NOT store panels in a standing/ leaning position, or laying flat on saw bucks or blocks of 
any fashion. Improper storage can diminish the performance and life of the units.  
 
ωtŀƴŜƭǎ ǎǳǇǇƭƛŜŘ ǳƴŦƛƴƛǎƘŜŘ ǎƘƻǳƭŘ ƘŀǾŜ ǘƘŜ ŦƛƴƛǎƘ ŀǇǇƭƛŜŘ ŀǎ ǎƻƻƴ ŀǎ ǇƻǎǎƛōƭŜΣ ŀƴŘ ǿƛǘƘƛƴ нп ƘƻǳǊǎ ƻŦ 
installation into jamb frame. 
ωtŀƴŜƭǎ ǎƘƻǳƭŘ ōŜ ǇƭŀŎŜŘ in an area completely protected from the elements or other damage until 
needed. 
ωDO NOT install hardware or handles on panels at this point. Damage can occur to these parts during 
installation or storage. 
ωDO NOT actuate the hardware mechanisms. The hardware is shipped in the correct position for 
installation from the factory. Actuating the hardware prior to install can lead to improper installation 
and hardware damage. 
 

3.  Opening Preparation- Head and Sides 

ωThe side and head rough framing should be at least as wide as the supplied jamb frame. 
ωAn ideal installation would provide a continuous plane of ҁέ ƻǊ ƎǊŜŀǘŜǊ ǘƘƛŎƪ ǇƭȅǿƻƻŘ ǘƘŜ ǿƛŘǘƘ ƻŦ ǘƘŜ 
jamb to side studs and header securely fastened to accommodate installation hardware. Installation can 
be completed without this layer if the side studs and header align centered over the fastening locations. 
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ω! ǇǊƻǇŜǊ ǊƻǳƎƘ ƻǇŜƴƛƴƎ ǎƘƻǳƭŘ ǇǊƻǾƛŘŜ ѹέ ƻŦ ǳƴƻōǎǘǊǳŎǘŜŘ ŎƭŜŀǊŀƴŎŜ ƻƴ ōƻǘƘ ǎƛŘŜǎ ŀƴŘ ǘƻǇ ƻŦ ǘƘŜ ǳƴƛǘΦ 
ωThe head track of a lift and slide unit does not need special reinforcement or additional structural 
support, as the track only provides a guide to the panels. The weight of the panels are not hung or 
supported by this track. 

 
4.  Opening Preparation- Sill 

ωThe sill preparation of these units is the most important area most critical to proper unit performance. 
Great care should be taken to make sure the subfloor or masonry opening is completely smooth, flat, 
and level. The removal or addition of material or shimming may be required to obtain the proper surface 
for installation.  
ωThe surface should provide full support along the entire length and width of the sill. 
ω/ƻƴǎƛŘŜǊŀǘƛƻƴ ǎƘƻǳƭŘ ōŜ ƳŀŘŜ at this point as to the final intended height of the sill relative to the 
finished floor surface. Removal of material or further shimming may be needed to achieve your desired 
height. 
ω!ƴȅ ŀƴŘ ŀƭƭ ǎƘƛƳƳƛƴƎ ŘƻƴŜ ƻƴ ǘƘŜ ǎƛƭƭ ǎƘƻǳƭŘ ǇǊƻǾƛŘŜ Ŧǳƭƭ ǎǳǇǇƻǊǘ ǘƻ ǘhe entire bottom. Spaces in sill 
shimming will result in poor performance when completed. 
ωLŦ ƭŀȅŜǊŜŘ ǎƘƛƳƳƛƴƎ ƛǎ ǳǎŜŘΣ ōŜ ǎǳǊŜ ǘƻ ǎŜŀƭ ōŜǘǿŜŜƴ ƭŀȅŜǊǎ ǿƛǘƘ Ŏŀulk to prevent water infiltration 
between shim layers. 
ω! ŎƻƳǇƭŜǘŜŘ ǎƛƭƭ ƻǇŜƴƛƴƎ ǿƛƭƭ ōŜ ŀ ǎƛƴƎƭŜ smooth, flat, level plane on which the jamb will rest. 
 
 

5.  Jamb Installation 

WARNING- UV resistant exterior sealant must be used and be compatible with all materials it comes in 
ŎƻƴǘŀŎǘ ǿƛǘƘΦ Cƻƭƭƻǿ ǎŜŀƭŀƴǘ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ǊŜƎŀǊŘƛƴƎ ǎǳǊŦŀŎŜ Ŏleaning, preparation, 
application, and temperature requirements when applying sealant. Failure to do so may result in water 
infiltration, property or product damage. 
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Metal fasteners and other hardware components may corrode when exposed to preservative treaded or 
fire retardant lumber. Failure to use appropriate materials for installation may cause component failure 
resulting in injury, property or product damage. 
 
DO NOT install wood products directly in contact with masonry or concrete openings. Apply a proper 
finish or barrier (i.e. tar paper or ice/ water membrane) between all wood and masonry/ concrete 
surfaces. Failure to do so may result in water infiltration, property or product damage. 
 
SILL 
ω!ǇǇƭȅ ǘƘŜ ŀŘƘŜǎƛǾŜ ōŀŎƪŜŘ ǊǳōōŜǊ ƳŜƳōǊŀƴŜ ǘƻ ǘƘŜ ǎƛƭƭ ƻǇŜƴƛƴƎ ŀƭƭƻǿƛƴƎ ŀǇǇǊƻȄƛƳŀǘŜƭȅ пέ ǘƻ ǿǊŀǇ 
around and down onto the exterior sheeting to prevent water infiltration. The rubber membrane should 
also ŜȄǘŜƴŘ ŀǇǇǊƻȄƛƳŀǘŜƭȅ пέ ǳǇ ǘƘŜ ǎƛŘŜ ƻŦ ǘƘŜ ƻǇŜƴƛƴƎ ŀƴŘ ǿǊŀǇ ǘƻ ǘƘŜ ŜȄǘŜǊƛƻǊ Ƨǳǎǘ ŀǎ ǘƘŜ ōƻǘǘƻƳΦ 
*If a Sill Pan is desired, one can be fabricated from sheet metal and installed as necessary. 
ω!ǇǇƭȅ о ƘŜŀǾȅ ōŜŀŘǎ ƻŦ Ŏŀǳƭƪ όмκнέ ƛǎ ǎǳŦŦƛŎƛŜƴǘύ ŀƭƻƴƎ ǘƘŜ ƭŜƴƎǘƘ ƻŦ ǘƘŜ ǎƛƭƭ ƻǇŜƴƛƴƎΦ ²ƛǘƘ ƻƴŜ ōŜŀŘ 
near the interior edge, one bead on the exterior edge, and one bead down the center. 
ω !ǘ ǘƘŜ ŜƴŘǎ ƻŦ ǘƘŜ ǎƛƭƭ ƻǇŜƴƛƴƎΣ ŀǇǇƭȅ ŀ ǇŀǘŎƘ ƻŦ Ŏŀǳƭƪ ǘƘŜ ŜƴǘƛǊŜ ŘŜǇǘƘ ƻŦ ǘƘŜ ǎƛƭƭ ŀǘ ƭŜŀǎǘ о ƛƴŎƘŜǎ ǿƛŘŜΦ 
ωLift jamb into opening. Center the unit in opening side to side. Secure temporarily with clamps to 
prevent from falling out of opening. 
ω5ƻǳōƭŜ ŎƘŜŎƪ sill level and flatness. A string line can be used to verify sill track straightness. 
ω¦ǎŜ ǇǊƻǾƛŘŜŘ н ѹέ ǎǘŀƛƴƭŜǎǎ ǎǘŜŜƭ ǎŎǊŜǿǎ ǘƻ ǎŜŎǳǊŜ ƧŀƳō ǎƛƭƭ ƛƴǘƻ ƻǇŜƴƛƴƎ ǘƘǊƻǳƎƘ ƘƻƭŜǎ ǿƛǘƘ ƳƛǎǎƛƴƎ 
screws in bottom track. If fastening is desired in more locations, other existing track screws can be 
replaced with longer stainless screws. On units with excessively wide jambs, multiple tracks will be 
missing screws to be secured to prevent cupping. Be sure that at a minimum all holes left open by the 
factory are utilized for securing the sill. 
 
SIDE JAMB 
ω{ǘŀǊǘƛƴƎ ƻƴ ƻƴŜ ǎƛŘŜΣ ǇƭǳƳō ŀƴŘ ǎƘƛƳ ǘƘŜ ǎƛŘŜ ƧŀƳōΦ tƭǳƳō ǎƘƻǳƭŘ ōŜ ŎƘŜŎƪŜŘ ōƻǘƘ ǎƛŘŜ ǘƻ ǎƛŘŜ ŀƴŘ 
front to back on the side jamb. Shims can be placed behind the bent clips with the larger leg and tacked 
in to temporarily hold the side in place. 
ωtƭŀŎŜ ǎƘƛƳǎ ŀōƻǾŜ ƻǊ ōŜƭƻǿ Ǉƻǎƛǘƛƻƴǎ ǿƘŜǊŜ ǘƘŜ ǎǘǊŀƛƎƘǘ ŎƭƛǇǎ ŜȄǘŜƴŘ ƻǳǘΦ  
ωDO NOT fully secure the side jamb until the unit is checked for square. 
ω/ƘŜŎƪ ŦƻǊ ǎǉǳŀǊŜ ōȅ ƳŜŀǎǳǊƛƴƎ ŘƛŀƎƻƴŀƭƭȅ ŦǊƻƳ ǘƘŜ ǳǇǇŜǊ ƭŜŦǘ corner to the lower right corner. Then 
measure from the lower left corner to the upper right corner. When compared, these two 
ƳŜŀǎǳǊŜƳŜƴǘǎ ǎƘƻǳƭŘ ǾŀǊȅ ōȅ ƴƻ ƳƻǊŜ ǘƘŀƴ мκуέΦ {ƘƛƳƳƛƴƎ ǘƘŜ ǘƻǇ ƻǾŜǊ ƭŜŦǘ ƻǊ ǊƛƎƘǘ ǿƛƭƭ ŀŘƧǳǎǘ ƛŦ ƻǳǘ ƻŦ 
square. 
ωOnce the entire side is plumb, Bend the straight clips to lay flat on the exterior framing or masonry. 
Fasten using a minimum of a #10 x 1 screw. 
ωwŜǇŜŀǘ ǘƘƛǎ ƻƴ ǘƘŜ ƛƴǘŜǊƛƻǊ ǎƛŘŜ ŀǎ ǿŜƭƭΦ 
  
WARNING- DO NOT fasten the jamb through any factory applied finish that will have contact with the 
elements. Installing fasteners through a factory finish will VOID any warranty written or implied on the 
finish and life of the unit. 
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HEAD 
The head jamb does not support the weight of the panels. It only serves as a guide for the panel tops. 
No extra stiffing, beams, or support needs to be installed to carry any extra load other than that 
specified by your local building code. 
 
ω¦ǎŜ ŀ ƭŜǾŜƭ ŀƴŘ ǎǘǊƛƴƎ ƭƛƴŜ ǘƻ ŎƘŜŎƪ ǘƘŜ ƭŜǾŜƭ ŀƴŘ ǎǘǊŀƛƎƘǘƴŜǎǎ ƻŦ ǘƘŜ ƘŜŀŘ ƧŀƳō. DO NOT allow for any 
ŘŜŦƭŜŎǘƛƻƴ ƎǊŜŀǘŜǊ ǘƘŀƴ мκуέ ƛƴ ŀƴȅ ŘƛǊŜŎǘƛƻƴΤ ŦƻǊǿŀǊŘΣ ōŀŎƪΣ ǳǇΣ ƻǊ ŘƻǿƴΦ 5ŜŦƭŜŎǘƛƻƴ ƎǊŜŀǘŜǊ ǘƘŀƴ мκуέ 
will result in poor operation of the unit. 
ω{ƘƛƳ ŀǘ ƭƻŎŀǘƛƻƴǎ ǿƘŜǊŜ ǘƘŜ ƘŜŀŘ ǘǊack has open pre-drilled holes. 
ωCŀǎǘŜƴ ǘƘǊƻǳƎƘ ǘƘŜ ǘǊŀŎƪ ŀƴŘ ǎƘƛƳǎ ǳǎƛƴƎ ǘƘŜ ǇǊƻǾƛŘŜŘ н ѹέ stainless steel screws. 
ωLŦ ƳƻǊŜ ǎƘƛƳ ŀƴŘ ǎŎǊŜǿ ƭƻŎŀǘƛƻƴǎ ŀǊŜ ƴŜŎŜǎǎŀǊȅ ǘƻ ƪŜŜǇ ǿƛǘƘƛƴ ǎǘǊŀƛƎƘǘƴŜǎǎ ǘƻƭŜǊŀƴŎŜǎΣ ƳƻǊŜ ǘǊŀŎƪ 
screws may be removed and replaced with longer stainless steel screws being sure to place shims at 
these locations as well. 
 
SEALING- SIDES AND HEAD 
ωSeal the voids between the jamb and opening on the head and sides by inserting backer rod or other 
insulation. DO NOT use expanding foam. 
ωhƴ ǘƘŜ ŜȄǘŜǊƛƻǊ ǎƛŘŜΣ ŎƻǾŜǊ ǘƘŜ ǾƻƛŘ ŀƎŀƛƴǎǘ ǘƘŜ ōŀŎƪŜǊ ǿƛǘƘ ǎƛƭƛŎone to seal the jamb to the opening. 
 

6.  Panel Installation 

ω!ƭƭ ǇŀƴŜƭǎ ŀǊǊƛǾŜ ŦǊƻƳ ǘƘŜ ŦŀŎǘƻǊȅ ǿƛǘƘ ǘƘŜ ƘŀǊŘǿŀǊŜ ŀŎǘǳŀǘŜŘ ǘƻ ŀƴ ƛƴǎǘŀƭƭŀǘƛƻƴ ǇƻǎƛǘƛƻƴΦ DO NOT 
action the mechanism until told to do so by this instruction. 
ω¦ƴƛǘǎ ǘƘŀǘ ǳǘƛƭƛȊŜ ǎǘŀǘƛƻƴŀǊȅ Ǉŀƴels on either or both sides will be factory installed unless special 
circumstances exist. Lƴ ǘƘƛǎ ŎŀǎŜΣ ƛƴǎǘŀƭƭ ǇŜǊ ȅƻǳǊ ŀǊŎƘƛǘŜŎǘΩǎ ŘŜǎƛƎƴ ƻǊ ŎƻƴǘŀŎǘ tŀǊǊŜǘǘ ŘƛǊŜŎǘƭȅ ŦƻǊ ƳƻǊŜ 
information. 
ωwŜƳƻǾŜ ǘƘŜ ǳǇǇŜǊ ǘǊŀŎƪ ƎǳƛŘŜǎ ƭƻŎŀǘŜŘ ƛƴ ǘƘŜ ŜƴŘǎ ƻŦ ǘƘŜ ǘƻǇ ƎǊƻƻve on the panels. Set these aside 
being careful not to lose the fastening hardware. 
ωLŘŜƴǘƛŦȅ ǘƘŜ ƛƴǘŜǊƛƻǊ ŦǊƻƳ ǘƘŜ ŜȄǘŜǊƛƻǊ ƻŦ 
the panels. On standard panels this can be 
identified by locating the glass or panel 
stops. The stop on the exterior side of the 
panel will NOT be a separate part from the 
styles and rails of the panel. The interior 
stop will be a separate part. On custom 
configurations other means of 
identification may be necessary such as; 
exterior color/ finish, operation direction/ 
configuration, metal cladding, or wood 
species when species differs from interior 
to exterior.  
ωtŀƴŜƭǎ ŀǊŜ ŘŜǎƛƎƴŜŘ ǘƻ ōŜ ƛƴǎǘŀƭƭŜŘ ƛƴ ŀ 
specific configuration. From the interior 
panels in multiple panel configurations are 
numbered per track from left to right from 
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the exterior track in, ǿƛǘƘ ǘƘŜ ƭŜŦǘ ǎǘŀǊǘƛƴƎ ŀǘ άмέ. CǊƻƳ ǘƘƛǎ Ǉƻƛƴǘ ƻƴ ŀƭƭ άƭŜŦǘέ ŀƴŘ άǊƛƎƘǘέ ƛƴǎǘǊǳŎǘƛƻƴǎ ŀǊŜ 
to be interpreted from the interior looking out. 
EX. On an 8 panel unit, the first track to the exterior would contain panels 1 and 2, left and right 
respectively. The middle track would contain panels 3 and 4. And the interior most track would contain 
panels 7 and 8. 

 
ω¦ƴƛǘǎ ǿƛǘƘ ŀ stationary panel only on one side are numbered in a similar fashion. These units will only 
ƘŀǾŜ ƻƴŜ ǇŀƴŜƭ ǇŜǊ ǘǊŀŎƪ ŀƴŘ ǿƛƭƭ ōŜ ƴǳƳōŜǊŜŘ ǎǘŀǊǘƛƴƎ ǿƛǘƘ άмέ ŎƻǳƴǘƛƴƎ inward from the exterior. This 
numbering is the same regardless of the location of the stationary panel on either the left or right side. 

 
ω¦ƴƛǘǎ ǿƛǘƘ ǎǘŀǘƛƻƴŀǊȅ ǇŀƴŜls on the interior most track will need to be assembled in a reverse order 
than described here. Installation is the same, but the first panel to be installed is on the interior most 
track working outward with panels. 
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ω¦ƴƛǘǎ Ƴŀȅ ŀƭǎƻ ōŜ ƛƴ ŀ ŎƻƴŦƛƎǳǊŀǘion where there are no stationary panels. There are many 
configuration options available, but panel installation order will generally be similar on all units. These 
units are numbered as in the first instance with panel 1 on the exterior most track. 

 
NOTE- All units have panels factory pre-fitted and adjusted. The hardware does not provide for any 
adjustment in the field or during installation. Poor operation conditions are a result of improper jamb or 
panel installation. Double check installed jambs for plumb, level, flat, and straightness. Extra shimming 
may be needed to keep jambs within tolerance. Also misalignment of panel rollers onto track, or non 
installation of top guides can cause improper operation. If after verification of these key points you still 
find the unit operation unsatisfactory please call for assistance at (800) 541-9527 from 8:00 a.m. to 5:00 
p.m. Central time or e-mail info@parrettwindows.com 
 
UNITS WITH STATIONARY PANELS ON TWO SIDES 
NOTE- Units with stationary panels on the interior most track will need to be assembled in a reverse 
order than described here. Installation is the same, but the first panel to be installed is on the interior 
most track working outward with the panels. 
 
ω¢ƻ ƛƴǎǘŀƭƭ ǘƘŜ ŦƛǊǎǘ ǇŀƴŜƭ locate panel 1. From the interior, approach the jamb aligning the center of 
panel 1 with the edge of the stationary panel. Be sure that the exterior of the panel is facing to the 
exterior. 
ωLƴǎŜǊǘ ǘƘŜ ƎǊƻƻǾŜ ƛƴ ǘƘŜ ǘƻǇ ƻŦ ǇŀƴŜƭ м ƻǾŜǊ ǘƘŜ ǘǊŀŎƪ ŘƛǊŜŎǘƭȅ ƴŜȄǘ ǘƻ ǘƘŜ ǎǘŀǘƛƻƴŀǊȅ Ǉŀƴel. 
ω[ƛŦǘ ǘƘŜ ǇŀƴŜƭ ǳƴǘƛƭ ƛǘ ǎǘƻǇǎ ŀƴŘ ǎƭƛŘŜ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ǇŀƴŜƭ ƻǾŜǊ ǘƘŜ ōƻǘǘƻƳ corresponding track. Set 
the panel down. 
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ωwŜƛƴǎǘŀƭƭ ǘƘŜ ǳǇǇŜǊ ǘǊŀŎƪ ƎǳƛŘŜǎ ƛƴǘƻ ǘƘŜ ǘƻǇ ƎǊƻƻǾŜ ƻŦ ǘƘŜ ǘǊŀŎƪΦ bƻǘŜ ǘƘŜ ŘƛŦŦŜǊŜƴŎŜ ƛƴ ǘƘŜ ǘǿƻ 
required parts. The guide with a rubber bumper and 3 hole fastening pattern will be installed on the end 
of the top groove toward the jamb. The track guide without a bumper and single fastener mounting will 
be located on the opposite end of the groove toward the center of the jamb opening. 
NOTE- These guides must be reinstalled for proper performance of the units. Non-installation of these 
parts can result in panel derailment, sloppy operation, and poor weather sealing. 
ω!ǘ ǘƘƛǎ Ǉƻƛƴǘ ǘƘŜ ǇŀƴŜƭ ǿƛƭƭ ƴƻǘ ǎƭƛŘŜ ƻƴ ǘƘŜ ǊƻƭƭŜǊǎ ōŜŎŀǳǎŜ ǘƘŜ Ƙardware is in the locked position. Insert 
the handle in the upward position and rotate it 180 degrees downward. This action will lift the panel 
onto the rollers. Slide the panel side to side a few times to verify smooth operation, the panel rollers are 
in fact seated on the track, and there is no misalignment. 
ω{ƭƛŘŜ ǘƘŜ ǇŀƴŜƭ ǘƻ ŀƭƛƎƴ ǿƛǘƘ ǘƘŜ ǎǘŀǘƛƻƴŀǊȅ ǇŀƴŜƭ. DO NOT lower/ lock the panel. 
ωLnstall panel 2 on the other side in the same manner. 
ω¢ƘŜ top rail guides on panel 2 will be on opposite ends compared to panel 1. The guide with the 
bumper will be located on the right end towards the right stationary panel. 
ω!ƭƭ ǇŀƴŜƭǎ with operation left as panel 1 will have the bumper guides installed on the left end of the 
groove. All panels with operation right as panel 2 will be a mirror of the panels on the left and have the 
bumpers on the right end of the top groove. 
ω{ƭƛŘŜ ǘƘŜ ǇŀƴŜƭ ǘƻ ŀƭƛƎƴ ǿƛǘƘ ǘƘŜ ǎǘŀǘƛƻƴŀǊȅ ǇŀƴŜƭΦ DO NOT lower/ lock the panel. 
ωLocate panel 3. Approach the jamb with the panel. Approximately align the center of panel 3 with the 
edge of panel 1. Insert the top of panel 3 over the next track inward from the track the prior panels were 
installed on. 
ωLƴǎǘŀƭƭ ǘǊŀŎƪ ƎǳƛŘŜǎ ŀǎ ƴŜŎŜǎǎŀǊȅΦ 
ωPanel 3 is in the downward and locked position. Actuate the hardware to lift the panel and slide it to 
the jamb to align with the other panels. DO NOT lower/ lock the panel. 
ωwŜǇŜŀǘ ƛƴǎǘŀƭƭŀǘƛƻƴ ǿƛǘƘ ǇŀƴŜƭ п ŀǎ ǇŀƴŜƭ о ōǳǘ ǘƘƛǎ ǘƛƳŜ ŎŜƴǘŜǊƛƴƎ ǇŀƴŜƭ п ƻƴ ǘƘŜ ŜŘƎŜ ƻŦ panel 2. 
ωwŜǇŜŀǘ ƛƴǎǘŀƭƭŀǘƛƻƴ ǿƛǘƘ ǘƘŜ ǊŜƳŀƛƴŘŜǊ ƻŦ ǘƘŜ ǇŀƴŜƭǎ as with panels 3 and 4 working your way to the 
interior most track. 
ω Upon a correct panel installation, when pulled toward the center, the other panels should also follow. 
If the panels are not operating in a chain-like fashion, remove the panels to the section that is not 
following properly and attempt to reinstall. Be sure the correct panel number is in the correct position, 
the alignment is centered on the prior panel before fitting on the track, and that the rollers are properly 
seated and rolling on the track. 
ωhǇŜǊŀǘŜ ǘƘŜ ǳƴƛǘǎ ǎŜǾŜǊŀƭ ǘƛƳŜǎ ǘƻ ŜƴǎǳǊŜ ǇǊƻǇŜǊ ƻǇŜǊŀǘƛƻƴΦ 
ωLƴǎǘŀƭƭ ŀƭƭ ƭƻƻǎŜ ǇŀǊǘǎ ŀƴŘ ƘŀǊŘǿŀǊŜΦ 
 
UNITS WITH STATIONARY PANEL ON ONE SIDE 
NOTE- Units with stationary panels on the interior most track will need to be assembled in a reverse 
order than described here. Installation is the same, but the first panel to be installed is on the interior 
most track working outward with panels. 
 
ω¢ƻ ƛƴǎǘŀƭƭ ǘƘŜ ŦƛǊǎǘ ǇŀƴŜƭ ƭƻŎŀǘŜ ǇŀƴŜƭ мΦ CǊƻƳ the interior, approach the jamb aligning the center of 
panel 1 with the edge of the stationary panel. Be sure that the exterior of the panel is facing to the 
exterior. 
ωLƴǎŜǊǘ ǘƘŜ ƎǊƻƻǾŜ ƛƴ ǘƘŜ ǘƻǇ ƻŦ ǇŀƴŜƭ м ƻǾŜǊ ǘƘŜ ǘǊŀŎƪ ŘƛǊŜŎǘƭȅ ƴŜȄǘ ǘƻ ǘƘŜ ǎǘŀǘƛƻƴŀǊȅ panel. 
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ω[ƛŦǘ ǘƘŜ ǇŀƴŜƭ ǳƴǘƛƭ ƛǘ ǎǘƻǇǎ ŀƴŘ ǎƭƛŘŜ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ǇŀƴŜƭ ƻǾŜǊ ǘƘŜ ōƻǘǘƻƳ ƻǳǘŜǊƳƻǎǘ ǘǊŀŎƪΦ {Ŝǘ ǘƘŜ 
panel down. 
ωwŜƛƴǎǘŀƭƭ ǘƘŜ ǳǇǇŜǊ ǘǊŀŎƪ ƎǳƛŘŜǎ ƛƴǘƻ ǘƘŜ ǘƻǇ ƎǊƻƻǾŜ ƻŦ ǘƘŜ ǘǊŀŎƪΦ bƻǘŜ ǘƘŜ ŘƛŦŦŜǊŜƴŎŜ ƛƴ ǘƘŜ ǘǿƻ 
required parts. The guide with a rubber bumper and 3 hole fastening pattern will be installed on the end 
of the top groove toward the jamb. The track guide without a bumper and single fastener mounting will 
be located on the opposite end of the groove toward the center of the jamb opening. 
NOTE- These guides must be reinstalled for proper performance of the units. Non-installation of these 
parts can result in panel derailment, sloppy operation, and poor weather sealing. 
ω!ǘ ǘƘƛǎ Ǉƻƛƴǘ ǘƘŜ ǇŀƴŜƭ ǿƛƭƭ ƴƻǘ ǎƭƛŘŜ ƻƴ ǘƘŜ ǊƻƭƭŜǊǎ ōŜŎŀǳǎŜ ǘƘŜ Ƙardware is in the locked position. Insert 
the handle in the upward position and rotate it 180 degrees downward. This action will lift the panel 
onto the rollers. Slide the panel side to side a few times to verify smooth operation, the panel rollers are 
in fact seated on the track, and there is no misalignment. 
ω{ƭƛŘŜ ǘƘŜ ǇŀƴŜƭ ǘƻ ŀƭƛƎƴ ǿƛǘƘ ǘƘŜ ǎǘŀǘƛƻƴŀǊȅ ǇŀƴŜƭΦ DO NOT lower/ lock the panel. 
ω[ƻŎŀǘŜ ǇŀƴŜƭ нΦ !ǇǇǊƻŀŎƘ ǘƘŜ ƧŀƳō ǿƛǘƘ ǘƘŜ ǇŀƴŜƭΦ !ǇǇǊƻȄƛƳŀǘŜƭȅ ŀƭƛƎƴ ǘƘŜ ŎŜƴǘŜǊ ƻŦ ǇŀƴŜƭ н ǿƛǘƘ ǘƘŜ 
edge of panel 1 just as you did installing panel 1. Insert the top of panel 2 over the next track from the 
track the prior panel was installed. 
ω[ƛŦǘ ǘƘŜ ǇŀƴŜƭ ǳƴǘƛƭ ƛǘ ǎǘƻǇǎ ŀƴŘ ǇƭŀŎŜ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ǇŀƴŜƭ ƻǾŜǊ ǘƘŜ corresponding lower track. 
ωLƴǎǘŀƭƭ ǘƻǇ ǘǊŀŎƪ ƎǳƛŘŜǎ ŀǎ ƴŜŎŜǎǎŀǊȅ ǿƛǘƘ ōǳƳǇŜǊ ƎǳƛŘŜǎ in the groove on the end nearest the 
stationary panel. 
ωtŀƴŜƭ н ƛǎ ƛƴ ǘƘŜ ŘƻǿƴǿŀǊŘ ŀƴŘ ƭƻŎƪŜŘ ǇƻǎƛǘƛƻƴΦ Actuate the hardware to lift the panel and slide it to 
the jamb to align with the other panels. DO NOT lower/ lock the panel. 
ωwŜǇŜŀǘ ƛƴǎǘŀƭƭŀǘƛƻƴ ǿƛǘƘ ǘƘŜ ǊŜƳŀƛƴŘŜǊ ƻŦ ǘƘŜ ǇŀƴŜƭǎ ŀǎ ǿƛǘƘ ǇŀƴŜƭǎ н ǿƻǊƪƛƴƎ ȅƻǳǊ ǿŀȅ ǘƻ ǘƘŜ interior 
one track at a time. 
ωtǳƭƭ ǘƘŜ ƭŀǎǘ ǇŀƴŜƭ ǘƻ ǘƘŜ ƻǇǇƻǎƛǘŜ ǎƛŘŜ ƻŦ ǘƘŜ ƧŀƳōΦ ¦Ǉƻƴ ŀ ŎƻǊǊŜŎǘ ǇŀƴŜƭ ƛƴǎǘŀƭƭŀǘƛƻƴΣ ǿƘŜƴ Ǉǳƭƭed 
toward the center, the other panels should also follow. If the panels are not operating in a chain-like 
fashion, remove the panels to the section that is not following properly and attempt to reinstall. Be sure 
the correct panel number is in the correct ǇƻǎƛǘƛƻƴΣ ǘƘŜ ŀƭƛƎƴƳŜƴǘ ƛǎ ŎŜƴǘŜǊŜŘ ƻƴ ǘƘŜ ǇǊƛƻǊ ǇŀƴŜƭΩǎ ŜŘƎŜ 
before fitting on the track, and that the rollers are properly seated and rolling on the track. 
ωhǇŜǊŀǘŜ ǘƘŜ ǳƴƛǘǎ ǎŜǾŜǊŀƭ ǘƛƳŜǎ ǘƻ ŜƴǎǳǊŜ ǇǊƻǇŜǊ ƻǇŜǊŀǘƛƻƴΦ 
ωLƴǎǘŀƭƭ all hardware and any parts ordered loose. 
 
UNITS WITHOUT STATIONARY PANELS 
ω¢ƻ ƛƴǎǘŀƭƭ ǇŀƴŜƭǎ ƻƴ ǳƴƛǘǎ ǿƛǘƘƻǳǘ ŀƴȅ ǎǘŀǘƛƻƴŀǊȅ ǇŀƴŜƭǎ ȅƻǳ ƴŜŜŘ ǘƻ ŦƛǊǎǘ ƛŘŜƴǘƛŦȅ ǘƘŜ ǇŀƴŜƭ 
configuration for the unit. 
ω[ƻŎŀǘŜ ǇŀƴŜƭ м ŀƴŘ ŦƛƴŘ ƛǘǎ ŜȄǘŜǊƛƻǊ ǎƛŘŜΦ 
ωLŘŜƴǘƛŦȅ ǘƘŜ ƛƴǘŜǊƛƻǊ ŦǊƻƳ ǘƘŜ ŜȄǘŜǊƛƻǊ of the panels. On standard panels this can be identified by 
locating the glass or panel stops. The stop on the exterior side of the panel will NOT be a separate part 
from the styles and rails of the panel. The interior stop will be a separate part. On custom configurations 
other means of identification may be necessary such as; exterior color/ finish, operation direction/ 
configuration, metal cladding, or wood species when species differs from interior to exterior.  
ωLŘŜƴǘƛŦȅ ŀƴŘ ǘŀƪŜ ƴƻǘŜ ƻŦ ǘƘŜ Ǉƻǎƛǘƛƻƴ ƻf the seal interlock on panel 1. This is a part holding a seal 
applied to one vertical style of the panel on the exterior of the panel. The location of this part will 
determine which direction the unit operates and where to start the installation. 
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NOTE- The panels on the interior most and exterior most tracks will have only one interlock on one face 
of the panels. All other panels will have two interlocks; one located on the exterior face and one located 
on the interior face. 
ωApproach the opening with panel 1 at approximately the center of the exterior most track. Make sure 
to have the exterior of the panel to the exterior of the opening. 
ωLƴǎŜǊǘ ǘƘŜ ƎǊƻƻǾŜ ƛƴ ǘƘŜ ǘƻǇ ƻŦ ǇŀƴŜƭ м ƻǾŜǊ ǘƘŜ exterior most track. 
ω[ƛŦǘ ǘƘŜ ǇŀƴŜƭ ǳƴǘƛƭ ƛǘ ǎǘƻǇǎ ŀƴŘ ǎƭƛŘŜ ǘƘŜ bottom of the panel over the bottom corresponding track. Set 
the panel down. 
ωwŜƛƴǎǘŀƭƭ ǘƘŜ ǳǇǇŜǊ ǘǊŀŎƪ ƎǳƛŘŜǎ ƛƴǘƻ ǘƘŜ ǘƻǇ ƎǊƻƻǾŜ ƻŦ ǘƘŜ ǘǊŀŎƪΦ bƻǘŜ ǘƘŜ ŘƛŦŦŜǊŜƴŎŜ ƛƴ ǘƘŜ ǘǿƻ 
required parts. The guide with a rubber bumper and 3 hole fastening pattern will be installed on the end 
of the top groove toward the panel style with the interlock. The track guide without a bumper and single 
fastener mounting will be located on the opposite end of the groove. 
NOTE- These guides must be reinstalled for proper performance of the units. Non-installation of these 
parts can result in panel derailment, sloppy operation, and poor weather sealing. 
ω!ǘ ǘƘƛǎ Ǉƻƛƴǘ ǘƘŜ ǇŀƴŜƭ ǿƛƭƭ ƴƻǘ ǎƭƛŘŜ ƻƴ ǘƘŜ ǊƻƭƭŜǊǎ ōŜŎŀǳǎŜ ǘƘŜ ƘŀǊŘǿŀǊŜ ƛǎ ƛƴ ǘƘŜ ƭƻŎƪŜŘ ǇƻǎƛǘƛƻƴΦ LƴǎŜǊǘ 
the handle in the upward position and rotate it 180 degrees downward. This action will lift the panel 
onto the rollers. Slide the panel side to side a few times to verify smooth operation, the panel rollers are 
in fact seated on the track, and there is no misalignment. 
ω{ƭƛŘe the panel to the direction of the jamb side with the locking bolts applied. On units with panels 
going in both directions, this direction for panel 1 will always be to the left even in the cased where no 
locking bolts align with the interior most track. On some units with a single panel per track, panel 1 may 
be on the right side. 
ωLŦ locking bolts exist DO lower/ lock the hardware of panel 1 at this point applied and aligned with the 
panel. 
ωIf no locking bolts exist, DO NOT lower/ lock the hardware of panel 1 at this point. If you have already, 
raise the panel back onto the rollers so it is free sliding. Slide this panel to the center of the opening 
instead of to the side. 
ω[ƻŎŀǘŜ ǇŀƴŜƭ нΦ 
 

ωCƻǊ ǳƴƛǘǎ ƻǇŜǊŀǘƛƴƎ ƛƴ ōƻǘƘ ŘƛǊŜŎǘƛƻƴǎ without locking bolts aligned with the exterior track, 
insert panel 2 right of panel 1 on the same track as panel 1 in the same manner. Slide towards 
panel 1 in the center of the opening. Keep the panels approximately one panel width apart in 
the center of the opening. Do not lower/ lock either panel at this point. 
ωLƴǎǘŀƭƭ ǇŀƴŜƭ о ŀǎ ǇŜǊ ŦƻƭƭƻǿƛƴƎ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦƻǊ ǎƛƴƎƭŜ ǇŀƴŜƭ ǇŜǊ ǘǊŀŎƪΣ ŀƭƛƎƴƛƴƎ ŎŜƴǘŜǊŜŘ ǿƛǘƘ 
the edge of panel 1. Panels on this side will be installed working from the center to the jamb. 
ωLƴǎǘŀƭƭ ǇŀƴŜƭ п ŀǎ ǇŜǊ ŦƻƭƭƻǿƛƴƎ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦƻǊ ǎƛƴƎƭŜ ǇŀƴŜƭ ǇŜǊ ǘǊŀŎƪΣ ŀƭƛƎƴƛƴƎ ŎŜƴǘŜǊŜŘ ǿƛǘƘ 
the edge of panel 2. Panels on this side will be installed working from the center to the jamb. 
 
 
ωCƻǊ ǳƴƛǘǎ ƻǇŜǊŀǘƛƴƎ ƛƴ ōƻǘƘ directions with locking bolts aligned with the exterior track, insert 
panel 2 right of panel 1 on the same track as panel 1 in the same manner. Slide towards the 
opposite side of the jamb. DO lower/ lock the panel. 
ωLƴǎǘŀƭƭ ǇŀƴŜƭ о ŀǎ ǇŜǊ ŦƻƭƭƻǿƛƴƎ ƛƴǎǘǊǳctions for single panel per track, aligning centered with 
the edge of panel 1. Panels on this side will be installed working from the jamb to the center. 
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ωLƴǎǘŀƭƭ ǇŀƴŜƭ п ŀǎ ǇŜǊ ŦƻƭƭƻǿƛƴƎ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦƻǊ ǎƛƴƎƭŜ ǇŀƴŜƭ ǇŜǊ ǘǊŀŎƪΣ ŀƭƛƎƴƛƴƎ ŎŜƴǘŜǊŜŘ ǿƛǘƘ 
the edge of panel 2. Panels on this side will be installed working from the jamb to the center. 
 
ωCƻǊ ǳƴƛǘǎ ǿƛǘƘ ŀ single panel per track. Approach panel 1 from the interior with panel 2, 
approximately align the center of panel 2 with the edge of panel 1. 
ωLƴǎŜǊǘ ǘƘŜ ƎǊƻƻǾŜ ƛƴ ǘƘŜ ǘƻǇ ƻŦ ǇŀƴŜƭ н ƻǾŜǊ ǘƘŜ ǘǊŀŎƪ ŎƭƻǎŜǎǘ ǘƻ ǇŀƴŜƭ мΦ 
ω[ƛŦǘ ǘƘŜ ǇŀƴŜƭ ǳƴǘƛƭ ƛǘ ǎǘƻǇǎ ŀƴŘ ǎƭƛŘŜ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ǇŀƴŜƭ ƻǾŜǊ ǘƘŜ ōƻǘǘƻƳ ŎƻǊǊŜǎǇƻƴŘƛƴƎ 
track. Set the panel down. 
ωwŜƛƴǎǘŀƭƭ ǘƘŜ ǳǇǇŜǊ ǘǊŀŎƪ Ǝǳƛdes into the top groove of the track. Note the difference in the two 
required parts. The guide with a rubber bumper and 3 hole fastening pattern will be installed on 
the end of the top groove away from the panel style containing the handle hardware. The track 
guide without a bumper and single fastener mounting will be located on the opposite end of the 
groove. 
NOTE- These guides must be reinstalled for proper performance of the units. Non-installation of 
these parts can result in panel derailment, sloppy operation, and poor weather sealing. 
ω!ǘ ǘƘƛǎ Ǉƻƛƴǘ ǘƘŜ ǇŀƴŜƭ ǿƛƭƭ ƴƻǘ ǎƭƛŘŜ ƻƴ ǘƘŜ ǊƻƭƭŜǊǎ ōŜŎŀǳǎŜ ǘƘŜ ƘŀǊŘǿŀǊŜ ƛǎ ƛƴ ǘƘŜ ƭƻŎƪŜŘ 
position. Insert the handle in the upward position and rotate it 180 degrees downward. This 
action will lift the panel onto the rollers. Slide the panel side to side a few times to verify smooth 
operation, the panel rollers are in fact seated on the track, and there is no misalignment. 
ω{ƭƛŘŜ ǘƘŜ ǇŀƴŜƭ ǘƻ ŀƭƛƎƴ ǿƛǘƘ ǘƘŜ ǇǊƛƻǊ ƛƴǎǘŀƭƭŜŘ ǇŀƴŜƭΦ DO NOT lower/ lock the panel. 

 
ω/ƻƴǘƛƴǳŜ ǘƻ ƛƴǎǘŀƭƭ ǇŀƴŜƭǎ ŀǎ ƴŜŎŜǎǎŀǊȅ ǳƴǘƛƭ ŀƭƭ ǇŀƴŜƭǎ ŀǊŜ ƛƴǎǘŀƭƭŜŘΦ 
ωtǳƭƭ ǘƘŜ ƭŀǎǘ ǇŀƴŜƭ ǘƻ ǘƘŜ ƻǇǇƻǎƛǘŜ ǎƛŘŜ ƻŦ ǘƘŜ ƧŀƳōΦ ¦Ǉƻƴ ŀ ŎƻǊǊŜŎǘ ǇŀƴŜƭ ƛƴǎǘŀƭƭŀǘƛƻƴΣ ǿƘŜƴ ǇǳƭƭŜŘ 
toward the center, the other panels should also follow. If the panels are not operating in a chain-like 
fashion, remove the panels to the section that is not following properly and attempt to reinstall. Be sure 
ǘƘŜ ŎƻǊǊŜŎǘ ǇŀƴŜƭ ƴǳƳōŜǊ ƛǎ ƛƴ ǘƘŜ ŎƻǊǊŜŎǘ ǇƻǎƛǘƛƻƴΣ ǘƘŜ ŀƭƛƎƴƳŜƴǘ ƛǎ ŎŜƴǘŜǊŜŘ ƻƴ ǘƘŜ ǇǊƛƻǊ ǇŀƴŜƭΩǎ ŜŘƎŜ 
before fitting on the track, and that the rollers are properly seated and rolling on the track. 
ω¦ƴƛǘǎ ƻǇŜǊŀǘƛƴƎ ƛƴ ōƻǘƘ ŘƛǊŜŎǘƛƻƴǎ ǿƛƭƭ ōŜ ǇǳƭƭŜŘ ŦǊƻƳ ŜŀŎƘ ǎƛŘŜ ǘƻ ƳŜŜǘ ƛƴ ǘƘŜ center. 
ωhǇŜǊŀǘŜ ǘƘŜ ǳƴƛǘǎ ǎŜǾŜǊŀƭ ǘƛƳŜǎ ǘƻ ŜƴǎǳǊŜ ǇǊƻǇŜǊ ƻǇŜǊŀǘƛƻƴΦ 
ωLƴǎǘŀƭƭ ŀƭƭ ƭƻƻǎŜ ǇŀǊǘǎ ŀƴŘ Ƙŀrdware. 
 

7.  Finishing Installation 

ω²ƘŜƴ ŀǇǇƭȅƛƴƎ ǘǊƛƳ ŀƴŘ ŎŀǎƛƴƎ ƳŀƪŜ ǎǳǊŜ ŀƭƭ ŦŀǎǘŜƴŜǊǎ ŀǊŜ ƻŦ ǇǊƻǇŜǊ ƭŜƴƎǘƘ ǘƻ ǇǊŜǾŜƴǘ ƛƴǘŜǊŦŜǊŜƴŎŜ 
with the track, rollers, or seals. 
ω!ƭƭ ŜȄǘŜǊƛƻǊ ǘǊƛƳΣ ŎŀǎƛƴƎΣ ǿŀƭƭΣ ǎƘŜŜǘƛƴƎΣ ƻǊ ƻǘƘŜǊ ŦƛƴƛǎƘƛƴƎ ƳŀǘŜǊƛŀƭǎ ǎƘƻǳƭŘ ōŜ properly caulked with a 
UV safe sealant exterior sealant. 
 
WARNING- UV resistant exterior sealant must be used and be compatible with all materials it comes in 
ŎƻƴǘŀŎǘ ǿƛǘƘΦ Cƻƭƭƻǿ ǎŜŀƭŀƴǘ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ǊŜƎŀǊŘƛƴƎ ǎǳǊŦŀŎŜ ŎƭŜŀƴƛƴƎΣ ǇǊŜǇŀǊŀǘƛƻƴ, 
application, and temperature requirements when applying sealant. Failure to do so may result in water 
infiltration, property or product damage. 
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ωwŜŦŜǊ ǘƻ tŀǊǊŜǘǘΩǎ /ŀǊŜ ŀƴŘ aŀƛƴǘŜƴŀƴŎŜ LƴǎǘǊǳŎǘƛƻƴǎ for all cleaning and maintenance. For finishing 
instructions refer to tŀǊǊŜǘǘΩǎ IƻƳŜƻǿƴŜǊΩǎ aŀƴǳŀƭ at www.parrettwindows.com or contact customer 
service at (800) 541-9527. 
 
Parrett will not under any circumstances be responsible for installation, repainting, refinishing, or other 
ǎƛƳƛƭŀǊ ŀŎǘƛǾƛǘƛŜǎ ƴŜŎŜǎǎŀǊȅ ǘƻ ŎƻƳǇƭŜǘƛƴƎ ŀƴȅ ǊŜǇƭŀŎŜƳŜƴǘΦ Lǘ ƛǎ ǘƘŜ ŎǳǎǘƻƳŜǊΩǎ ǊŜǎǇƻƴǎƛōƛƭƛǘȅ ŦƻǊ 
installation, finishing, cleaning, maintenance, re-painting, refinishing, or other similar activities 
necessary to maintain the performance of each product. 
 

Troubleshooting 

NOTE- All units have panels factory pre-fitted and adjusted. The hardware does not provide for any 
adjustment in the field or during installation. Poor operation conditions are a result of improper jamb or 
panel installation. Double check installed jambs for plumb, level, flat, and straightness. Extra shimming 
may be needed to keep jambs within tolerance. Also misalignment of panel rollers onto track, or non 
installation of top guides can cause improper operation.  
 
If after verification of these key points you still find the unit operation unsatisfactory please call for 
assistance at (800) 541-9527 from 8:00 a.m. to 5:00 p.m. Central time or e-mail 
info@parrettwindows.com 

http://www.parrettwindows.com/

